
BEST MANAGEMENT PRACTICES FOR WORKING IN NONTIDAL WETLANDS, 

WETLAND BUFFERS, WATERWAYS, AND 100-YEAR FLOODPLAINS 

 

1.  NO EXCESS FILL, CONSTRUCTION MATERIAL, OR DEBRIS SHALL BE 

STOCKPILED OR STORED IN NONTIDAL WETLANDS, NONTIDAL WETLAND 

BUFFERS, WATERWAYS, OR THE 100-YEAR FLOODPLAIN. 

  

2.  PLACE MATERIALS IN A LOCATION AND MANNER WHICH DOES NOT 

ADVERSELY IMPACT SURFACE OR SUBSURFACE WATER FLOW INTO OR OUT OF 

NONTIDAL WETLANDS, NONTIDAL WETLAND BUFFERS, WATERWAYS, OR  

THE 100-YEAR FLOODPLAIN. 

  

3.  DO NOT USE THE EXCAVATED MATERIAL AS BACKFILL IF IT CONTAINS 

WASTE METAL PRODUCTS, UNSIGHTLY DEBRIS, TOXIC MATERIAL, OR ANY 

OTHER DELETERIOUS SUBSTANCE.  IF ADDITIONAL BACKFILL IS REQUIRED, USE 

CLEAN MATERIALS FREE OF WASTE METAL PRODUCTS, UNSIGHTLY DEBRIS, 

TOXIC MATERIAL, OR ANY OTHER DELETERIOUS SUBSTANCE. 

  

4.  PLACE HEAVY EQUIPMENT ON MATS OR SUITABLY OPERATE THE EQUIPMENT 

TO PREVENT DAMAGE TO NONTIDAL WETLANDS, NONTIDAL WETLAND 

BUFFERS, WATERWAYS, OR THE 100-YEAR FLOODPLAIN. 

  

5.  REPAIR AND MAINTAIN ANY SERVICEABLE STRUCTURE OR FILL SO THERE IS 

NO PERMANENT LOSS OF NONTIDAL WETLANDS, NONTIDAL WETLAND BUFFERS, 

OR WATERWAYS, OR PERMANENT MODIFICATION OF THE 100-YEAR  

FLOODPLAIN IN EXCESS OF THAT LOST UNDER THE ORIGINALLY AUTHORIZED 

STRUCTURE OR FILL. 

  

6.  RECTIFY ANY NONTIDAL WETLANDS, WETLAND BUFFERS, WATERWAYS, OR 

100-YEAR FLOODPLAIN TEMPORARILY IMPACTED BY ANY CONSTRUCTION. 

  

7.  ALL STABILIZATION IN THE NONTIDAL WETLAND AND NONTIDAL WETLAND 

BUFFER SHALL CONSIST OF THE FOLLOWING SPECIES: 

 

ANNUAL RYEGRASS (LOLIUM MULTIFLORUM), MILLET (SETARIA ITALICA), 

BARLEY (HORDEUM SP.), OATS (UNIOLA SP.)AND/OR RYE (SECALE CEREALE).  

THESE SPECIES WILL ALLOW FOR THE STABILIZATION OF THE SITE WHILE ALSO 

ALLOWING FOR THE VOLUNTARY REVEGETATION OF NATURAL WETLAND 

SPECIES.  OTHER NON-PERSISTENT VEGETATION MAY BE ACCEPTABLE, BUT  

MUST BE APPROVED BY THE NONTIDAL WETLANDS AND WATERWAYS DIVISION.  

KENTUCKY 31 FESCUE SHALL NOT BE UTILIZED IN WETLAND OR BUFFER AREAS.  

THE AREA SHOULD BE SEEDED AND MULCHED TO REDUCE EROSION AFTER 

CONSTRUCTION ACTIVITIES HAVE BEEN COMPLETED. 

  



8.  AFTER INSTALLATION HAS BEEN COMPLETED, MAKE POST CONSTRUCTION 

GRADES AND ELEVATIONS THE SAME AS THE ORIGINAL GRADES AND 

ELEVATIONS IN TEMPORARILY IMPACTED AREAS. 

  

9.  TO PROTECT AQUATIC SPECIES, IN-STREAM WORK IS PROHIBITED AS 

DETERMINED BY THE CLASSIFICATION OF THE STREAM: 

A. USE I WATERS (WITHOUT YELLOW PERCH): IN-STREAM WORK SHALL NOT BE 

CONDUCTED DURING THE PERIOD MARCH 1 THROUGH JUNE 15, INCLUSIVE 

DURING ANY YEAR. 

B. USE I WATERS (WITH YELLOW PERCH): IN-STREAM WORK SHALL NOT BE 

CONDUCTED DURING THE PERIOD FEBRUARY 15 THROUGH JUNE 15, 

INCLUSIVE DURING ANY YEAR. 

C. USE III WATERS: IN-STREAM WORK SHALL NOT BE CONDUCTED DURING THE 

PERIOD OCTOBER 1 THORUGH APRIL 30, INCLUSIVE, DURING ANY YEAR. 

D. USE IV WATERS: IN-STREAM WORK SHALL NOT BE CONDUCTED DURING THE 

PERIOD MARCH 1 THROUGH MAY 31, INCLUSIVE, DURING ANY YEAR. 

 

10.  STORMWATER RUNOFF FROM IMPERVIOUS SURFACES SHALL BE 

CONTROLLED TO PREVENT THE WASHING OF DEBRIS INTO THE WATERWAY. 

 

11.  CULVERTS SHALL BE CONSTRUCTED AND ANY RIPRAP PLACED SO AS NOT 

TO OBSTRUCT THE MOVEMENT OF AQUATIC SPECIES, UNLESS THE PURPOSE OF 

THE ACTIVITY IS TO IMPOUND WATER. 


